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CONTRACT NO. 66600
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P 9" x 22" x 25"

133" Holes-1” deep in top P

for 14" pinfles. Thread or
press fit in bottom B.
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ELEVATION AT PIER

l x
4L ,\ ls*” elastomeric neoprene leveling pad

Shim B (Iif Req’d) |

4
F 134" (TYP.)
€ 14" x 15" Anchor bolts Gr. 36 with

according to Article 1052.02 of the
Standard Specifications Cost included

305" N

B with Structural Steel.
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FIXED BEARING AT PIER

(8 Req’d)

€ 1" ¢ x 12" anchor bolts Gr. 36

with 244" x 24" x 5"
P washer under nut with 135" x 2*
slotted hole In the bottom flange.
Provide 15" ¢ hole in bearing pldte. ‘
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i 13" Holes in bottom F.

SECTION B-B
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: SECTION A-A

on

%" elastomeric neoprene leveling
pad according fo Arf. 1052.02 of

Ad

the Standard Specifications. Cost
included with Structural Steel.

ELEVATION AT _ABUTMENT

INTEGRAL ABUTMENT BEARING
(16 Req’d)

23" x 2%" x 5" B washer under nut
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NOTES:

Cost of bearing assemblies, excluding anchor bolts,
to be included with "Furnishing and Erecting
Structural Steel.”

2. Drilled and set anchor bolts shall be installed according

to Article 521.06 of the Standard Specifications.

3. Anchor bolts at fixed bearings may be either cast In

place or installed as holes drilled after the supporting
member is in place.

4. Two g in. adjusting shims shall be provided for each

bearing in addition to all other plates or shims and
placed as shown on bearing details.

5. The structural steel for the bearings shall conform to

the requirements of AASHTO M270, Gr. 50.

6. Anchor bolts shall be ASTM F1554 all-thread (or an

engineer-approved alfernate material) of the grade
and diameters specified, ASTM A307 Grade C
anchor bofts may be used in lieu of ASTM F1554
Grade 36 (FY = 36ksi). The corresponding specified
grade of AASHTO M314 anchor bolts may be used
in lieu of ASTM F1554.
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